REFLECTIVE TAPE DETAIL

<table>
<thead>
<tr>
<th>REFLECTIVE TAPE DETAIL</th>
</tr>
</thead>
<tbody>
<tr>
<td>WIDTH OF ROADWAY</td>
</tr>
<tr>
<td>JC ALLEY</td>
</tr>
<tr>
<td>50</td>
</tr>
<tr>
<td>54</td>
</tr>
<tr>
<td>60</td>
</tr>
</tbody>
</table>

NOTE: RAILS FACING IN TWO DIRECTIONS. NUMBER OF REFLECTORIZED RAILS SHOULD BE ON TWO FACES.

NOTES:

1. Post is to be 6' x 6' x 30'. Timber V4S.
2. Three (3) Cross Panels to be 2' x 6' x 30'. Timber V4S.
3. Reflective Tape consists of Reflective Diamond Grade Sheeting with High Tack Pressure Sensitive Adhesive. White and Red Tape with 6' Width. (See Detail Above).
4. Object Markers Red Type H2 Sign Reflector shall Conform to State of California Standard Specification and to FHWA Type III or Visual Impact Performance (VIP) Reflective Sheeting. Use a Minimum of Two (2) Signs (Similar to Standard Detail 306).
5. 2' Square Steel Post and 2 1/2' Square Anchor Sleeve. (See Standard Detail 302B).
6. Use 3/8" Diameter x 4 1/2" Long Log Bolts (Galvanized) For fastening item 2 to item 1. (Minimum 4 Bolts Per Connection).
7. Rails Facing Traffic to be ReflectORIZED.
8. All Timber to be V4S Weather Resistant.
9. All Dimensions are Nominal Lumber Dimensions.

SAN BERNARDINO COUNTY TRANS. DEPT.

KEH A. MILLER
Director of Transportation

BARRICADE
RURAL AREA

3058